Titan Class "C" and "CH" Relief Valve ‘

National Oilwell Varco's line of Titan Class Relief
Valves encompasses the best standalone,
mechanically operated reset relief valves on the

NEW BALANCED, HYDRAULICALLY CUSHIONED PISTON

INNOVATIVE SEAL DESIGN
RUGGED BODY INSERT
MINIMAL DOWNTIME

market today.

The Titan Class “C” Relief Valve automatically snaps
to a full open position when the set pressure is
reached. In addition, this Relief Valve comes
equipped with a position release button that
indicates, at a glance, whether the valve is open or

closed.

FEATURES:

L]

Hydraulically balanced and
cushioned piston

Bonnet and top-loaded piston and
seals can be removed while body is
in line

Minimum downtime for repair

New design improves seal life
Rugged nickel alloy 718 body insert
Innovative seal design to increase
the number of resets without seal
replacement

Easy to adjust set pressure and
reset

Settings can be increased under
pressure

Specifications

Set pressures 400 - 1500 psi, 750 - 2500 psi, 1500 - 5000 psi, 2500 - 6200 psi
Flow area CV= 148

Service type Standard, Nace MR-0175

Temperature rating -20° - 225°F (-29° - 107°C}

Certification Available

U.S. Patent No. 5,715,861
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Pressure Rating Assembly P/N

C 750 - 2500 psi 34000-01
C 1500 - 5000 psi 34000-02
C 400 - 1500 psi 34000-03
C 750 - 2500 psi 34000-01-01
C 1500 - 5000 psi 34000-02-01
C 400 - 1500 psi 34000-03-01
CH 2500 - 6200 psi 35000-01

Butt Weld Union
Inlet Outlet Iniet Outlet
3" - SCH XXH 3" - SCH XXH ki *
3" - SCH XXH 3" - SCH XXH
3" - 8CH XXH 3" - 8CH XXH
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* Union Assy available: 602, 1002, 1502
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